REV. ECN.NO. APPD.
A / /
A+0.10 |
Ordering Information:
A2001TWV-XP - ** - *% _ wwx_wer 2.00+0.05 |
— 1 2 3 4 5
Circuit 1 1.Part No.
|/ 2.Style:
T (blank) -Type 1
= = ) O T 2-Type?2 IAWI \AV\ |AWI
/ 3-Type 3
_ _ " 3.Material: 20.70+0.05
(blank) - Nylon 66,UL94V-0 .700.
IﬂI-I@I-I@I-I@I-IEI-I@I GWT - Nylon 66,UL94V-0,GWT 750°C
46 - Nylon 46,UL94V-0
i |- 4.Color: yen P.C.B LAYOUT
(blank) -White
GN-G
2.00£0.10 2D Rod | TYPE 1 SPECIFICATIONS:

BK -Black E— Current Rating: 2A AC,DC

5.Finish: Voltage Rating:100V AC,DC

A+0.20 (blank) - Tin over Nickel Temperature Range: -40°C ~ +105°C

G - Gold over Nickel Contact Resistance: 10mQ Max.

Insulation Resistance: 1000MQ Min.
Withstanding Voltage: 800V AC/minute
Pin Material: Brass/Tin over Nickel

=1

4.70+0.25 Material: Nylon 66,UL94V-0(White)
B+0.25 Ordering Information & Dimensions
1.80+0.20 | Dimensions(mm) Dimensions(mm)
Circuits Circuits
TYPE 2 A B A B
|H_ _|_\ 2P 2.00 6.00 10P 18.00 22.00
ANANATNA 0 IA i 3P 4.00 8.00 1P | 2000 | 24.00
ﬂ “ _ “ 4P 6.00 10.00 12P 22.00 26.00
2l w _ 1l 5P 8.00 12.00 13P 24.00 28.00
© M r//l “|_ 6P 10.00 14.00 14P 26.00 30.00
m 8 _m_ IIIIIII 7P 12.00 16.00 15P 28.00 32.00 0
wJ wJ J J J — . ) 0 ——
© mw 8P 14.00 18.00 16P 30.00 34.00 0
L K 9P 16.00 | 20.00
TYPE 3
A V, \J \J V)
o LERANCE UNLESS . ,
PIN 0.50 SQ X 0.80 OTHERWISE_SPECIFIED LY iR 7 HE B B HE TR A BR A A
(=] 1 XXX £0.10
H XX 020 [ x £3 .
AOn X ioso | e iz HUA LIAN WElI TECHNOLOGY ELECTRONICS CO;LTD.
3]
APPROVED PART NAME: PH 2.0 9P
CHECKED PART No: 216104-1074-G32018 C
DRAWED PROJECTION: UNIT: SCALE SHEET REV.
DATE Y= mm 1:1 10F1
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